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Custom Sizes and Designs
Available Upon Request

S

Two (2) 4' W x 13' H Openings with

Excellence from Design to Installation

41155 State Highway 10, PO Box 231, Delhi, NY 13753 CALL: 888-975-3343 FAX: 607-746-8481

Standard Black Powder Coated Finish
The EOR Must Verify The Existing
Structural Elements Have Adequate
Capacity For The Reaction Forces
Required For This Custom Installation

Net Attaches to Cable with
3/16" Stainless Steel
Spring Clips Every 12" O.C.

Curtain Style Exterior Overlap Flaps

For Fixed Tunnel:
13' H x 15' W Batting Tunnel Net,
#60 Black Nylon 1-7/8" Square Mesh Net
with Factory-Sewn Weighted Rope Bottom

For Retractable Tunnel:

13'H x 15' W Batting Tunnel Net,
#60 Black Nylon 1-7/8" Square Mesh Net
with 1' of Excess Net at Bottom
to Reduce Deflection

Building Connections

Will be Project Specific

and Provided During
Final Submissions

Tension Cable Support

Using Galvanized Aircraft

Cable and Hardware
Assembly

" Multiple Independent Tunnels Can Be
Part No. Model Tunnel Size P .p .
Provided as Required
BTITB Baseball 13'Hx 15" Wx 75' L
BTITS Softball 13'H x 15' W x 55' L Note: 2' Minimum Clearance Recommended
BTIT-CUSTOM Custom Custom Size Between Net And Other Interior Surfaces/Objects
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