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Building Connections Tension Cable Support Using ~ Standard Black Powder Coated Finish
Will be Project Specific Galvanized Aircraft Cable and

and Provided During Hardware Assembly
Final Submissions

The EOR Must Verify the Existing
Structural Elements Have Adequate
Capacity For The Reaction Forces
Required For This Custom Installation

Divider Netting Panel(s)
#36 Black Nylon 1-3/4" Square Mesh Net
with 1' of Excess Net at Bottom
to Reduce Deflection

Bottom Cable
Assembly at Divider
Locations Only

e

Optional 2' High #60 Black
Nylon 1-7/8" Square Mesh

Netting Baffles Attached to Fixed Perimeter and Ceiling Netting

- . . #60 Black Nylon 1-7/8" Square
Celllng- Nettlng on Both Sides Mesh Net with Optional Factory-
of Divider Net to Reduce Sewn Weighted Rope Bottom

Likelihood of Ball 9 P

Pass-Through Due to Net Sag

Four (4) 4' W Openings
with Curtain Style
Exterior Overlap Flaps

Horizontally Retractable
Divider Net Hung on Tensioned Cable
using 3/16" Spring hook, 12" O.C.

\

With Optional Without Optional
Netting Baffles Netting Baffles

Note: 2' Minimum Clearance Recommended
Custom Sizes and Designs Available Upon Request Between Net and Other Interior Surfaces/Objects
PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN BTIPND Indoor Batting Tunnel
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O EORTSISLD SPECIATIE N Perimeter Netting with Divider
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