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Galvanized Steel Jaw & Jaw Turnbuckle
(1 Turnbuckle Each End)

Heavy Duty Fist Grip
Wire Rope Clips,
Galvanized Steel,

Quantities May Vary
(Both Ends)

Heavy Duty
Wire Rope Thimble,

Galvanized Steel
(1 Thimble Each End)

Galvanized Steel
Wire Rope with Plain Ends

or EverSteel™-X Dyneema® 12-Strand
Single Braid Rope with Class II Eye Splice

Powder Coated Steel Poles or Structure as Applicable
Quantity, Heights, Diameters and

Wall Thicknesses are Based on
Pre-Determined Engineering Requirements

Lifting Tab

Foundation 
Requirements Based 
on Local Codes and 

Soil Conditions

SSI Tension Netting System Poles are Designed to Strength, Not Deflection. As a 
Result Some Deflection Will Occur During Installation and Should Be Considered 

Normal. Deflection May Also Be Evident in Calm Conditions, Particularly on the Outer 
Most Poles of a Given Tension Netting System.

Cable and Associated Hardware Sizes are Shown for Reference Only. Actual Size and Configuration 
May Vary By Project per Local Code Requirements. See Project Specific Stamped Drawings.

*Applicable to Both Backstop Systems and Integrated Wall Pad Backstop Systems 
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Tie-Back Tension Netting System
Detail A: Termination Poles and Main Cable


	Sheet1
	Drawing View1
	Detail View A (1 : 10)


