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High School Position

18'-6"
Inside Dimension
College Position

Upright
Height

(See Table)

 10'-0" 

4" O.D. x 1/8" Wall
Aluminum Upright

A
AdjustRight®

Upright Adjustment

6" Sch. 40 Aluminum 
Crossbar 

Gooseneck Offset
(See Table)

 R5'-0" 

B

Directional
Wind Flag

6" Sch. 40 
Aluminum

Gooseneck

Powder Coated Yellow or White Finish

AdjustRight®
Patented design feature
that allows for a true vertical
adjustment of the upright while still
maintaining squareness and distance
between crossbar/upright connection
with the use of precision friction
fit textured surfaces rather than
locking roll pins.

AdjustRight®
System

College
Hole Locations

High School
Hole Locations

Adjustable Crossbar
Detail

Anti Rotation
Bolt

1 5
8 "

Dimension From Top of
Synthetic Turf

Attachment Ledge to
Top of Gasket

1'-10 5
16 "

Square

8"
Dimension From
Top of Synthetic
Turf Attachment 

Ledge to Bottom of Box

1" PVC Drain Stub for
Positive Connection

to Subsurface
Drainage System

(Installed by Others)

Optional GPAFIT
Access Frame Kit +

United States Patent #7,883,432, Issued February 8, 2011
United States Patent #7,914,401, Issued March 29, 2011

Finish Grade

Foundation 
requirements based on 

local codes and soil 
conditions

Minimum Recommended 
Foundation Diameter = 3'-0"

PART NO. GOOSENEC
K OFFSET

UPRIGHT 
HEIGHT

GP620ADJPL 6'-0" 20'-0"

GP630ADJPL 6'-0" 30'-0"

GP820ADJPL 8'-0" 20'-0"

GP830ADJPL 8'-0" 30'-0"
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Adjustable High School/College 
Base Plate Mount Football Goal Post
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